


Site # B-27

Strategy # B-27-1

Port Region Casco Bay

NOAA Chart # 13293

Latitude
Longitude
Water Depth Range 0-30'

Max Current Range 1 knot

Nearest Boat Ramp Atkins Bay, Cox Head

Response Strategy Type Deflection/Exclusion

Type of Boom Harbor

Total Length of Boom 2300

Strategy Implementation Deploy 700' of harbor boom north from Sabino Hd on the 
east side of pilings & deploy 500' of harbor boom from the 
end of the pilings northerly to deflect oil away from Atkins 
Bay Inlet.; Deploy 700' of harbor boom from Gilbert Head on 
Long Island in a south southeasterly direction & anchor in 
mid-channel, also deploy 400' harbor boom from Long 
Island to Bay Point Neck.; Deploy 1,000' harbor boom from 
east side of Bay Point to west side of Kennebec Point to 
exclude Heal Eddy.; Deploy 1,000' of harbor boom from the 
east side of Kennebec Point to the west side of Indian Point.

Site Access By road & by water from Morse Cove or Cox Head.  Also, 
Hunnewell Pt. at Mid-tide

Staging Areas Ft. Popham at Hunnewell

Collection Points Between Bay Pt. and Long Island.

Other Concerns

Lower Kennebec River

feet


